
Specifications:
1.0 Engine Details
  (1) Model: Cummins QSF2.8(Tier4) engine
  (2) Engine Type: In-line arrangement,water-cooled,four-cycle diesel engine
  (3) Rated Power: 55 KW / 74hp
  (4) Rated Speed: 2500 r/min(rpm) / 42rps

  (5) Fuel Consumption ration in Standard working condition: 230g/kw.H / 0.378 lb/hp·h

2.0 Transmission System
  (1) Type: Fixed-spindle power shift
  (2) Shift gear control oil pressure 1.2-1.5 Mpa / 174-218psi
  (3) Rated input speed: 2500(rpm) / 42rps
3.0 Bucket
  (1) Bucket capacity: 0.67 m3 / 23.65ft3
  (2) Bucket Width: 2040mm / 80in
  (3) Bucket type: Heavy-duty bolt on teeth
  (4) Rated Load: 2000kg / 4409lb
4.0 Overall Dimensions
  (1) Overall length(bucket on ground) 5710mm / 225in
  (2) Overall Height 2800mm / 110in
  (3) Overall width 2040mm / 80in
5.0 Operating Specifications
  (1) Steering system: Articulated frame with hydraulic power steering
  (2) Min.turning radius: 5460mm / 215lb
  (3) Driving system: Hydraulic converter
  (4) Operating Weight: 5500kg / 12125lb
6.0 Brake System
  (1) Service Brake Four wheel hydraulic spread-shoed brake
  (2) Parking Brake Hand operated
7.0 Tyre 16/70-20


